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Brisbane City Plan 2014 

Amendment - Planning scheme policy amendment package - More Homes, 
Sooner - Car parking for Multiple dwellings 

 

1       Guide to this document  
 
(a) In this document, proposed amendments to Brisbane City Plan 2014 are detailed as follows: 

(i) in the Schedule of text amendments:  
(A) text identified in strikethrough and red highlight (e.g. example) represents text to 

be omitted  
(B) text identified in underlining and green highlight (e.g. example) represents text to 

be inserted 
 

(b) Text that is preceded by the heading ‘Reason for change’ does not form part of the proposed 
amendment and is included as explanatory information about the reason for the proposed 
amendment only. 
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Schedule 6 Planning scheme policies \ SC6.31 Transport, access, parking and servicing 
planning scheme policy 

1.3 Terminology 

Reason for change: Car parking for multiple dwellings 

 
In this planning scheme policy, unless the context or subject matter otherwise indicates or requires, 
a term has the following meaning: 
access driveway: a vehicular access to a site, across a verge between the edge of the road and the 
property boundary – refer to Figure a 
active transport: transport via modes that are clean, green and sustainable, incorporating walking, 
cycling and wheeled recreational devices 
car share space: a car park space for a multiple dwelling or rooming accommodation that is 
designated for use only for car share vehicles; car share spaces are located on private land and are 
to be retained as common property by the owners corporation of the site and meet the following 
criteria:  

a. identified through appropriate signage;  
b. accessible 24 hours a day and seven days a week;  
c. located in a visible location;  
d. is integrated and located in the primary parking area;  
e. are for exclusive use of residents in the multiple dwelling or rooming accommodation.  

Note—appropriate signage must be in accordance with the Transport, access, parking and servicing planning scheme policy.  
circulation aisle: an aisle performing the dual function of providing access to car parking spaces and 
providing access to other aisles – refer to Figure a 
circulation road: circulation roads which connect entry and exit driveways with circulation and 
parking aisles and do not provide direct access to parking spaces; they also can provide for traffic 
circulating between car parking areas – refer to Figure a 
design peak parking demands: the greater of the peak-parking demand generated in an annual 
average week or the 30th highest hourly demand in the year within the Brisbane area and with 
similar characteristics to the site and similar scales of density 
design vehicle: the vehicle type for which development is to make on-site provision as described in 
this planning scheme policy 
driveway: see access driveway 
frontage road: a road fronting a development from which an access driveway is gained; 
developments may have more than one frontage road 
high traffic-generating potential: 200vph or more turnover for the total of the existing and proposed 
development 
key location: land within the Principal centre zone, Major centre zone, District centre zone or Mixed 
use zone; or land within 400m walking distance of: 

a. a dedicated public pedestrian access point of a major public transport interchange; or 
b. a public transport stop that is serviced with a maximum headway of 20 minutes between 7am 

and 7pm on weekdays, and a maximum headway of 30 minutes between 7am and 7pm on 
weekends; or  

c. land within the Principal centre zone, Major centre zone, District centre zone or Mixed use 
zone 
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loading dock: a service area dedicated for loading and unloading of service vehicles 
manoeuvring area: a part of a service area adjacent to service bays required by service vehicles to 
manoeuvre into the bays or to a position beside a loading dock – refer to Figure a 
major development: development (total existing and proposed) with a total peak hour vehicle 
generation rate greater than 25vph 
major public transport interchange: a railway station, bus station, ferry terminal or public transport 
interchange which includesmay include dedicated platforms, docks, bus parking bays, seating and 
ticketing facilities  
occasional access: access by a design vehicle on an infrequent basis, being no more than 1 visit 
per week 
parking aisle: an aisle used by cars to gain access to a parking space – refer to Figure a 
queuing area: an area of roadway within the site free from parking and servicing spaces that is 
available for the storage of vehicles in a queue between the driveway and the first point of conflict; a 
queuing area ensures that entry vehicles do not queue in the street and exiting vehicles do not 
conflict with traffic control points in the parking area – refer to Figure a 
regular access: access by a design vehicle on a regular or frequent basis, being more than once per 
week 
service aisle: a portion of the roadway within a site that is between the access driveway and the 
service area; service aisles may form part of the internal circulating road system – refer to Figure a 
service area: an area within the site allocated for the manoeuvring, standing, loading or unloading of 
service vehicles – refer to Figure a 
service bay: a parking bay for service vehicles engaged in loading or unloading – refer to Figure a 
service vehicle: a vehicle used to supply or remove goods or services to or from a development or 
used by a tradesperson 
sight distance: the distance over which visibility occurs between a driver and an object or between 
two drivers, at specified heights above the ground 
sightline: a straight line of clear view between two objects over which sight distance is measured 
transport network: the network including minor and major roads, pedestrian and cycle paths and 
public transport routes and facilities 
veloway: a wide, high-speed commuter bicycle pathway along a major corridor 

6 Car parking space standards 

Reason for change: Car parking for multiple dwellings 

a. Table 13 is to be read before Table 14; 
b. the term car space means adequate space for the parking of a medium car, together with 

provision for access to such space; 
c. the number shown in Table 13 or Table 14 is the minimum provision unless indicated 

otherwise in the table; 
d. if the number of parking spaces calculated in accordance with Table 13 or Table 14 is not a 

whole number, then:  
i. For uses other than Multiple dwellings, the number of spaces provided is the whole 

number next above the calculated number. Visitor spaces are calculated and rounded 
up separately; or 

ii. For Multiple dwellings, the number of spaces provided is the whole number next below 
the calculated number. Visitor spaces are calculated and rounded up separately; 

e. if a rate of car parking is not defined in Table 13 or Table 14, the applicant is responsible for 
providing evidence in support of the amount of car parking proposed; 
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f. in car parks with more than 50 spaces, 2% of the number of spaces required to comply with 
the requirements of Table 13 and Table 14 are provided as marked and signed spaces for 
motorcycles, each measuring 2.5m by 1.35m, located immediately adjacent to major 
pedestrian access points; 

g. parking spaces for vehicle occupants with a disability are provided at a rate of 1 space per 50 
ordinary parking spaces and a minimum provision of 1 space is required; 

h. for accepted development subject to compliance with identified requirements, if no parking 
standard is provided in Table 13 or Table 14, no additional parking is required. 

Table 13—Car parking standards in specific cases 

Reason for change: Car parking for multiple dwellings  

Where in a key location other than where in the City core or City frame identified in 
Figure a in the Transport access parking and servicing code 

 

Reason for change: Car parking for multiple dwellings 

Multiple dwelling 
Note—Multiple dwellings described as affordable housing, anticipated to accommodate 
students, accessed through a dual key arrangement, or resulting from conversion from 
another use (including short term accommodation) still require parking spaces in 
compliance with these rates for each room that is capable of being used as a dwelling. 
Note—Where car share spaces are provided they will be included in the minimum car 
parking requirement. 
Note—A Sustainable Travel Plan is to be submitted for all Multiple dwellings in a key 
location, including consideration of the following matters: 
• public transport facilities providing regular and frequent services to key destinations; 
• local services and facilities; 
• existing on street parking controls; 
• active travel including bicycle parking; 
• on site car share. 

Minimum 1 spaces per 1 
bedroom dwelling 
Minimum 1.2 spaces per 2 
bedroom dwelling 
Minimum 1.6 spaces per 
3  bedroom dwelling 
Minimum 2 spaces per 4 or 
above bedroom dwelling 
Minimum 0.25 spaces per 
dwelling for visitor parking 
Parking may be provided in 
tandem spaces where 2 
spaces are provided for 1 
dwelling. 
At least 50% of visitor parking 
is provided in communal 
areas, and not in tandem with 
resident parking. 

 

Table 14—Car parking standards in all other cases 

Reason for change: Car parking for multiple dwellings 

Multiple dwelling in all other cases 
Note—Multiple dwellings described as affordable housing, anticipated to 
accommodate students, accessed through a dual key arrangement, or resulting 
from conversion from another use (including short term accommodation) still require 
parking spaces in compliance with these rates for each room that is capable of 
being used as a dwelling. 

1 space per 1 bedroom dwelling 
21.5 spaces per 2 bedroom 
dwelling 
2 spaces per 3 bedroom dwelling 
2.5 spaces per 4 or above bedroom 
dwelling 
0.25 spaces per dwelling for visitor 
parking 
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Parking may be provided in tandem 
spaces where 2 spaces are 
provided for 1 dwelling. 
At least 50% of visitor parking is 
provided in communal areas, and 
not in tandem with resident parking. 
Note—Where car share spaces are provided they will 
be included in the minimum car parking requirement. 
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Appendix 2 Table of amendments 

Table AP2.1—Table of amendments 

Reason for change: To reflect the details of this amendment package 

9 June 2026 
(adoption) and 12 
June 2026 
(effective) 

V36.00/2026 Planning scheme 
policy amendment 

Amendment to 
planning scheme 
(Chapter 3, Part 1 of 
MGR).  
Refer to Amendment 
v36.00/2026 for 
further detail. 

 

 


